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Read Complete Instructions Before Installing

LUXURY VINYL  |  CARPET  |  HARDWOOD  |  LAMINATE

Dimensions: 2.5mm thick overall x 6” wide  x  48” length 
Packaging: 35.95 sf/ctn, 60 ctn/pal, 2157 sf/plt 
Finish: 12mil Polyurethane w/ Ceramic Bead Wear Layer, Matte Finish
Profile: 4 Sided Bevel Edges 
Installation: Glue Down 
Recommended Adhesive: WF Taylor Dynamic 2098 (Residential & Multi-Family) 
			           WF Taylor Pinnacle 2091 (Commercial) 

Recommended Cleaner: Fresh Floors by WF Taylor
Warranty: 25 Year Residential, 10 Year Light Commercial & 7 Year Commercial 

Installation Fast Facts:

- Radiant Heat: Approved                                                                       

- Acclimation: 48 hrs, unopened

- Inspect flooring prior to installation 

- Do not install in areas of prolonged, direct sunlight 

- Use floor protection for furniture

Glue Down - 2.5mm Overall, 12mil Polyurethane w/ Ceramic Bead Wear Layer 

DESTINATIONS
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Glue Radiant
Heat

Specifications:

Designer colors to coordinate with any decor
The Polyurethane finish provides a durable wear layer
Low gloss finish helps hide scratches

Benefits:

NOLV0112 
Gibraltar

NOLV0109 
Turin

NOLV0103 
Paris

NOLV0111 
Park City

NOLV0110 
Patagonia

NOLV0107 
Scotland


