
Construction SPC Rigid Core, Stone Polymer Composite.

Classification ASTM F3261, Class 1, Type B, Grade 1, Class B 

Dimensions 7” Wide x 48” Long

Overall Thickness 4.5 mm (includes 1 mm EVA pad)

Attached Pad 1 mm EVA Pad

Wear Layer 12 mil

Finish Coat Polyurethane

Texture Embossed

Edge Profile 4-Sided Micro Bevel

Packaging 26.26 sf/carton - 55 cartons/pallet - 1444.3 sf/pallet

Installation & Maintenance

Angle/Angle or Tap

Expansion & Transition: 1/4” Expansion required at perimeter and at all vertical surfaces. 
           Transition required for rooms larger than 50’ W x 50’ L.

Ambient & Surface Temperature at Installation: 60 - 85 Degrees Fahrenheit

Maintenance: No Polish, Fresh Floors by Taylor

Test Method & Requirements
Warranty

5 Yr Light Commercial, 5 Yr Multi-Family, 25 Yr Residential

Accessories

Trims: T Mold, Reducer, End Cap, Stair Nose, Quarter Round

QNose Stair Nosing

Layout Options:

Health & Environmental

FloorScore SCS Certificate
Phthalate-Free 
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Additional specifications, full installation instructions & warranty information available online at TASCONTRACT.COM A division of

CATALYST

Wear Layer

Decorative Film

Rigid Core

Hydronic
Heat

Waterproof

Polyurethane

1 mm EVA pad

Floating
Angle/Tap

Thickness ASTM F387 +/- 0.20 mm

Wear Layer Thickness ASTM F410 -0.1/+0.13 mm

Squareness ASTM F2055/ISO24337 MAX ≤ 0.25

Length & Width ISO24337 +/- 0.05 mm

Gapping ISO24337 AVE ≤ 0.10, MAX ≤ 0.20

ISO24337 AVE ≤ 0.10, MAX ≤ 0.15

Average Weight ISO23997 Nominal Value + 13%/-10%

Density (g/cm ASTM D792 1.98-2.15

ASTM D3359 4B

Stain/Chemical Resistance ASTM F925 index 0,1

Peel Test (N) MD/CD ISO24345  52 N/50 mm

Abrasion Resistance EN13329 (S-42, 200 Cycle Change) IPtb ≥ 1800 (AC3)

Locking Strength ISO10582/ISO24334 ≥75 N/2.5 cm (Thickness 4mm) 

Caster Chair Test ISO4918/EN425 ≥ 15000

Micro Scratch EN16094B ≤MSR-B2

Scratch Resistance ISO1518 ≥ 1800g

ASTM F1914 ≤0.18mm

Surface Integrity ASTM F1914 No Puncture

Resistance to Light ISO105B02/ASTM F1515 ≥ 6/∆ E≤8

Resistance to Heat ASTM F1514 ∆ E≤8

Dimensional Stability ISO23999 MD 0.15% | CD 0.15%

Heat Curl ISO23999 1mm

TVOC CDPH/EHLB Standard - Method 
v1.2-2017 (California Section 01350) ≤0.5mg/m3

EN13501-1

Slip Resistance EN13893 Class DS; µ= 0.35

Formaldehyde EN717-3 ≤0.5 mg/100g (E0)

ASTM E492

Sound Transmission Class STC ASTM E90

Height Difference

UV Coating

Residual Indentation

Reaction to Fire

Impact Insulation Class IIC 

Reaction to fire | Class Bfi-sl
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